
©08/08

Plug 

Optional Foundation 
or Platform Bed Deck

and Metal Frame

Optional Foundation 
or Platform Bed Deck

and Metal Frame

Interlocking Bolsters

Top Enclosure

Comfort Layer

Interlocking Bolsters

Top Enclosure

Comfort Layer

Air ChambersAir Chambers

Head
of Bed

Port Holes

Air
Hoses

QUICK START UP
DUAL AIR BED MATTRESS ASSEMBLY

1. Carefully remove Air Bed components from cartons.  Avoid use of 
knives and box cutters. Bed is assembled from bottom up.  

2. If using foundation, setup foundation on metal frame or bed legs 
(leaving 2-3 feet at head of bed for access to connect hoses).   

3. unzipped 

 

4.  Lay unfolded Air Chambers inside the dish with the Air Hoses 
positioned on bottom then thread Hoses straight through Port Holes at 
bottom of Bolster sling panels at head of bed and then through Port 
Holes at bottom of Top Enclosure at head of bed.  Do not pull hoses 
forcefully and make sure there are no kinks.    

5. Place the Pump directly under the hoses at the head of the bed and 
connect Air Hoses to corresponding nozzles on the Air Pump.

Note:  Fig. A illustrates Standard Dual Pump Barrel Twist & Lock 
connectors.  Do not over-tighten!  Push in and turn counterclockwise to 
lock & clockwise to unlock. Optional single Chamber models utilize 
only one Controller and Barrel Twist & Lock connector which is then 
only attached to one of the Pump air outlets.  Hint:  You may 
use steel reinforced hose as a spring-load before connecting to 
pump by turning hose & connector clockwise then releasing to 
lock once attached to pump.

6. Plug pump into surge protector and then into power supply, 
locate the hand controls and inflate the air cores one at 
a time. Only one side of Dual systems may be inflated 
or deflated at a time.  Fill the Air Chambers until ¾ 
inflated. Insert the Comfort Layer evenly over top of Air 
Chambers, zip Top Enclosure closed then fill Air Chambers. 

7. Slide Air Pump, Air Bed and metal frame back to wall, adjust to 
preferred comfort and enjoy the ultimate adjustable sleep.

Place Top Enclosure on Foundation or Platform Bed Deck 
and insert Interlocking Bolsters. Insert Top to Bottom Foam Rail A 
Bolsters first.  Port Holes in Head to Foot  Bolsters should be 
positioned at head of bed for threading Air Hoses to Pump.  Side to 
Side Bolsters B are then inserted to form a rectangular foam sided 
dish. If upside down or not completely unfolded Bolsters will not reach 
head to foot or side to side.  Bolsters may bow until Air Chamber(s) are 
filled.  Match HEAD RAIL A & SIDE RAIL B labels for proper setup. 

   

Do Not over-tighten Barrel Twist & Lock connectors!  Push in and turn 
counterclockwise to lock & clock-wise to unlock.  Hint:  You may use steel reinforced hose as a spring-load 
before connecting to pump by turning hose & connector clockwise then releasing to lock once attached to pump.
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Match HEAD RAIL A 
& SIDE RAIL B labels 
for proper setup.  
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ASIDE RAIL
THIS SIDE UP
Match Dot to Head Rail

Install this Convert-A-Bed Rail Second B
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Install this Convert-A-Bed Rail First
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SIDE RAILTHIS SIDE UP
Match Dot to Head Rail

Install this Convert-A-Bed Rail SecondB
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